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Application:
Use Black Jack On:

Black Jack has a density at 25ºC (ASTM-
D-287) of 9.174 pounds per gallon 

(1.1g/ml).  It is opaque white in 
appearance and produces no foam.  
Black Jack is emulsifiable in water.  

Black Jack has a slight acid fragrance.  
With a health rating of 1, a flammability 
rating of 0, and a reactivity rating of 0, 

personnel handling Black Jack are 
advised to wear safety glasses and 

gloves.

Easy to apply, just remove rust then brush, roll, or spray on 
rusted surfaces.
Eliminates handling of messy sandblasters, noisy grinders, 
and dusty scrapings.
No more dangerous acids or smelly primers.
Dries to a matte black finish that can be left unpainted, or 
used as a prime coat and can be painted over.
Specially formulated to converts rust into a moisture-free, 
black protective coating that is oxidation-resistant.

Covers  4 to  9 square metres  per  litre .
Water based emulsion is non-flammable and safer to use.

Metal Preparation: Using a wire brush, steel wool, sandpaper, or 
scrub pad remove as much rust and loose scale as possible from the 
metal surface.  Thoroughly dust and/or vacuum the surface.  Rinse 
any soluble salts (from winter deicing chemicals or marine 
environments) with plenty of water, and allow to dry completely.  
Remove any remaining grease, dirt, and oils left behind with a 
powerful, solvent based degreaser such as Momar's A.S.A.P. or  solvent .
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Cooling Towers
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Drain Pipes
Duct Work
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Floor Gratings

Fittings
Guard Rails

Gutters
Harvesters

Hinges
Piers
Pipes
Plows

Downspouts Rust Conversion: Shake well before using.  Using a brush, roller, or 
sprayer, evenly apply a liberal coat of Black Jack to the surface of the 
metal.  Application temperature should be between 10  - 32 ºc.  After five 
minutes, a black protective coating will begin to form.  After third 
minutes, or when the coating is dry to the touch, apply a second 
coating.  For maximum protection, apply three coats.  For best results, 
allow two or three days before top coating with paint*.  Clean brushes, 
spray guns, and all other painting equipment immediately with 
Momar's Far Out, Twenty-S  .              
*Note: Top coating with a water based latex requires a solvent 
based primer on top of the black coating before latex paint 
application.

Support Steel
Tractors
Valves

Specifications:

Withstands temperatures up to 93 ºc.

TECHNICAL DATA REPORT

Black Jack is a one step rust controller that converts destructive rust into 
an attractive, surface-protecting coating on all ferrous metals.

Description:
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